Meter box and cover

Match existing grade

Specified minimum depth

of water main

Galvanized outlet and pipe fo be

same size as inlet pipe with
beehive sfrainer and outlet

A
NNV, R S v s TNV

Type K
copper pipe

Cast

o iron
K valve box g

o)

Corporation stop

Pipe saddle

Water main

Air release/air vacuum valve

Brass pipe and fittings

Union

Bronze gate valve with 2"
square operating nut

Gravel Backfill for Drains

NOTES

Size of combination air release/air vacuum valve

shal |l be specified in the Contract.
valves shall be the same size as the
air releagse/air vacuum valve.

Locate at fthe high point of the main,

Piping and
combination

Tap ftop of main.

[ EXPIRES JULY 1, 1999 |

COMBINATION AIR

RELEASE”/

AIR VACUUM VALVE ASSEMBLY
STANDARD PLAN B-21a

UPON REQUEST.

NOTE: THIS PLAN 1S NOT A LEGAL ENGINEERING DOCUMENT BUT AN ELECTRONIC DUPLICATE.
THE ORIGINAL, SIGNED BY THE ENGINEER AND APPROVED FOR PUBLICATION, IS KEPT ON FILE
AT THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION. A COPY MAY BE OBTAINED

Clifford E. Mansfield
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